
DATASHEET - GLE GRAZING LIGHT

Code CCT CRI Current
[mA]

Voltage
[V]

Power
[W]

Total 
Lumen

[lm]
Lm/W

Energy 
Efficiency 

Class

MCC491602835N1 4000K 80 119 48 11.4/5.7m 1114 195 B

LED AND BOARD FEATURES

LED Number 320

LED Type 2835

Circuit S16P10

Material FR4

Solder White

ABSORBED POWER
Maximum input current (CC) 2100 mA

MECHANICAL DATA
Length × Height 1900 x 14mm

Thickness 1.6

OPERATING CONDITIONS
Max Temp. (Tp) +95 °C

Max Temp. (Tc) +85 °C

Operating Temp. Range –35 °C ÷ +35 °C

MAIN TECHNICAL FEATURES – ASSEMBLED MODULE

Module Length 2 m

Power Supply 48 V

IP Rating IP65

Optical Bar Material PMMA

Color Temperature 4000 K (Neutral White)

Emission Angle Asymmetric toward the road surface

Estimated Lifetime > 60.000 h

Produced by FASIPOL SRL - Via Aldo Moro 1/3, 41030 Bomporto (MO) ITALY - VAT IT01645450360

Marketed by ROADLINK SRL - Via Averolda 28/30/32, 25039 Travagliato (BS) ITALY - VAT IT04007210984


